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APPLICANT NAME 

Gawron Turgeon Architects 

MAILING ADDRESS 

29 Black Point Road 

LOCATION ADDRESS 

      

CITY 

Scarborough 
TWO-LETTER STATE CODE 

ME 
ZIP CODE 

04074-     

TELEPHONE NUMBER 

 207-883-6307 
FAX NUMBER 

 207-883-0361 

E-MAIL ADDRESS 

 mryan@gawronturgeon.com 

WEBSITE ADDRESS 

 http://www.gawronturgeon.com 

 
Professional Services for which this firm is pre-qualified 

 
 Primary Professional Services that require a license and, generally, a stamp on the work produced: 

 Architectural  Civil engineering  Electrical engineering 

 Environmental engineering  Fire alarm system design  HVAC design 

 Landscape architectural  Mechanical engineering  Plumbing engineering 

 Sanitary engineering  Sprinkler system design  Structural engineering 

 
Other Professional Services that require a license or other certification: 

 Commissioning  Energy auditing  Environmental site assessment 

 Geotechnical  Hazmat and IAQ assessment  Land surveying 

 Property appraisal  Roof system design  Space planning / programming 

 
General Statement of Professional Experience (written by firm) 

 

    Gawron Turgeon Architects is an award-winning design firm offering integrated 
professional services of architecture, master planning, landscape architecture and 
interior design.  Established on the sound principles of providing quality service to 
clients, and committing to design excellence for each and every project, this Maine 
firm has been successful for nearly thirty years.  

     Listening to our clients, helping determine and define their particular needs, and then 
providing appropriate solutions is the cornerstone of Gawron Turgeon Architects. We 
follow through, without hesitation, on all our projects until full acceptance is acquired.  
As US Green Building Council members with LEED Accredited Professionals on 
staff, we work with our clients to follow LEED Guidelines, utilize green materials, and 
design to help conserve energy from site orientation to finishes. 


